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Step O:

Plug a reader to a Windows system and install the driver (see mPos Series Windows
Demo User Guide.pdf).

Make sure the device is installed well on system and you can see it in the Device

Manager.

For USB HID device, it adopt system's HID driver automatically.
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Make sure the device is installed well on system and you can see it in the Device

Manaaer.
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Step 1:

Run program "ISP Programming Tool V1.2 (VCOM&HID).exe"

<4, ISP Programming Tool V1.2 (VCOM/HID) sl sEls e S

Step 1: Load File

Load File |

Step 2: Get Device
COM State

Vendor ID - Product ID :

Step 3: Update F/WW

Please press <Load File= button first.
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Step 2:
Click button "Load File".

24, ISP Programming Tool V1.2 (VCOM/HID) || o=l i S

Step 1: Load File
MP506-33-P12_W010701.isp

Load File

Step 2: Get Device
COM State

Connect | |

Vendor ID : Product 1D :

Step 3: Update FAWY

- Load file OKI
c’ Please press <Connect> button to get device.
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Step 3:

Click button "Connect". If the operation is ok, it will show "Reader Connected!...
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Step 1: Load File Step 1: Load File
|MPEUE—BE—F’12_V01UTU1_isp |MF'SUE-SS-F'12_VU1[]T[]1.isp
Step 2: Get Device Step 2: Get Device

| | COM State COM8_9600

I Disconnect ‘ | ‘ | Disconnect ‘
| Vendor ID : Product 1D : Wendor 1D : Product ID :

|| ~Step 3: Update F/W Step 3: Update F/WV
‘ Write APROM ‘
i Detecting device... Reader connected !
| csr t’ Please press <Write APROM:> button to start
[ = ’) ISP.
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Step 4:

Click button "Write APROM". It will erase APROM, F/W updating until it's done.
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Step 1: Load File Step 1: Load File
MP506-33-P12_V010701.isp |MF'5[JE-33-F'12_VU1UTU1.isp
Step 2: Get Device Step 2: Get Davice
COM State COM State
| Disconnect ‘ | Disconnect ‘
Vendor ID :  |273A Product ID - |0308 Vendor ID :  |273A Product ID - |0308
Step 3: Update F/WY Step 3: Update FAW

IEEE— |
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c’ Keep LDROM... OK! c' FAN updating...
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